
GPG
HUAN SIN COMPANY LIMITEDPRECISION LEADER PIN - WITH OIL GROOVE TYPE

精密級導柱-油槽型

Order

Available in stock
Order Example

TYPE
GPG L200

D L N
N40

N (Press-fit length) Standard

D30- - -

GPG L280D40- -

10

12

15

230 ~ 250

230 ~ 300

230 ~ 350

230 ~ 400

50 ~ 90

50 ~ 90

50 ~ 90

50 ~ 90

60 ~ 90

80 ~ 90

70 ~ 90

100 ~ 130

100 ~ 130

100 ~ 130

100 ~ 130

100 ~ 130

100 ~ 130

100 ~ 130

140 ~ 160

140 ~ 160

140 ~ 160

140 ~ 160

140 ~ 160

140 ~ 160

140 ~ 160

170 ~ 200

170 ~ 200

170 ~ 220

170 ~ 220

170 ~ 220

170 ~ 220

170 ~ 220 230 ~ 400

100 ~ 130 140 ~ 160 170 ~ 220 230 ~ 500

100 ~ 130 140 ~ 160 170 ~ 220 230 ~ 500

D

17 5

6

8

25

20

56

45

40

35

30

65

12

20

16

50

40

35

30

25

60

12

20

16

50

40

35

30

25

60

H T Type D
N = 20

-0.016
-0.027

-0.020
-0.033

-0.025

-0.041

-0.040
-0.055

GPG

+0.018
+0.007

+0.021
+0.008

+0.025
+0.009

L(10mm increments)
Press - fit section Sliding parts

Stock
N = 25

Stock
N = 30

Stock
N = 35

Stock
N = 40

Stock

15~200

5~80

6~80

6~100

8~120

8~120

8~130

10~140

12~200

N
Specify

0.2

0.5
1.5L

N

0
0.2

0 0.
2

2 ~ 3

5
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